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ALL LIGHTING
PRODUCTS
CARRY THE

AND ARE
REGISTERED
WITH THE

Light source cap-type (or other electric interface) E27
Mains or non-mains Mains
Connected light source (CLS) No
SYST E M Colour-tuneable light source No
High luminance light source No _ ﬂ
Anti-glare shield No _
Dimmable No

SAVE
ENERGY

H European |
Commission

EPREL - European Product Registry for Energy Labelling

Home > Light sources > 800030

Light sources

COMMISSION DELEGATED REGULATION (EU) 2019/2015 with regard to energy labelling of light sources

OMEGA
OMELE27E-10W

— General information

F TYPE OF LIGHT SOURCE
T
G

Lighting technology used

Non-directional or directional

GENERAL PRODUCT PARAMETERS

Energy consumption in on-mode

Useful luminous flux

Beam angle correspondence

Correlated colour temperature

On-mode power

Standby power

Colour rendering index
Outer dimensions

Claim of equivalent power
Equivalent power

Chromaticity coordinate

LED

Non-directional

15 KWh/1000h
1500 m

Sphere (360°)

3000 K

150 W

0,00 W

80

127(Height) x 65(Width) x 127(Depth) m™m
Yes

99 W

x: 0,430 y: 0,400

& English

OMELE27E-10W

15

kWh/1000h

ST0Z/6T0Z

Download the label for printing

Big color Big B&W
Small color  Small B&W

Download the label in high
resolution formats

Big color Big B&W
Small color  Small B&W

Only the PDF version is suitable for prinfing with
the correct colour codes



UNDERSTANDING
LED WHITENESS
TEMPERATURE

WE OFFER THE MOST POPULAR
OF LED WHITENESS COLORS:

- warm white
- neutral white
- cool white (daylight)

Kelvin Color
LT .E[)K 3000K 3500K 4100K | 5000K -
Friendly Friendb N Bright
Associated Intimate riencly eat Alert
Effects and Calm Warm Inviting Clean Vibrant .
Moods Personal Replicates
. Non-threatening Efficient -natural
Exclusive -sunlight
Office areas Galleries
Restaurant Public reception Conference Museums
P Hotel Libraries areas rooms Retail stores Jewelry stores
ppropri Lobbies Office areas Showrooms Classrooms Office areas Medical
Applications . edical
Boutiques Homes Bookstrores Mass Factorie examination
: : merchandisers areas
Retail stores Office areas Brin
; rintin
Hospitals compani%s
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BEST QUALITY STANDARDS

All our products meets the standards of CE and
implement very efficient IC driver technology.

IC DRIVER TECHNOLOGY

IC Driver Technology guarantees that the products operate in the 100V-240V range. Resistant to
voltage spikes and electrical interference. That means when a voltage change occurs the bulb
will be stable, without flickering (strobe effect). Platinet’s IC technology is more advanced that RC
technology (see RC limitations below). The IC technology creates a higher quality light spectrum
which is easier on the eyes for reading and other uses.

Point your smartphone camera
on the LED and check if you see
flickering (strobe effect).

If yes, LED Bulb has bad quality
RC driver, like in the picture on
the left.

Good quality LED driver causes
no flickering (strobe effect), like
in the picture on the right.

RC technology supports only voltage between 190-230V. Such leds have much shorter lifetime - up to the first major voltage spike. The main drawback is the flicker -
strobe effect during voltage fluctuations, which can be seen when high power device is beeing turn on e.g. a vacuum cleaner, kettle, etc.
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omeGcQ

7W
600IMm

2800K, 4200K, 6000K
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Traditional

EQUIVALENT

Lifetime
of 15000 Hours

OMELE14A-7W-6000

OMELE14A-7W-4200

OMELE14A-7W
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omeGcQ

LED

E14

/W

600IM
2800K, 4200K, 6000K

it
0

Qmecq M

o Pl

Lifetime
of 15000 Hours

100mm

-25¢ = +45°¢

TEMPERATURE
RANGE

EQUIVALENT

Bulb

LED
[=]0]]o)

>0,5
DISPLACEMENT
FACTOR

(2835)

LED QUANTITY

Traditional

W
600Im

5

220-240V
50/60HZ

OMELE14C-7W-6000

OMELE14C-7W-4200

OMELE14C-7W




Decor Edition

LED

Vintage Filament Bulb

E14 BasE
E’™ 1 LW

| WARM WHITE 2800K | LW

@ AW

>05

BV GG0LM Gw 280K

ON EAN 5907595435536

I‘-?FF 2800K coB Model Code  MOLUI=RAZAT
Color temp. warm white 2800K

-10¢ = +40°

o
TEMPERATURE
RANGE ANGLE




Decor Edition

LED

Vintage Filament Bulb

E14 BasE

| WARM WHITE 2800K | LW LW

AL BEOLM BN 28O0R

IS ST AT AT | .I:,..HIE;‘ _

>05

EAN 5907595435529
coB Model Code OMELE14FC-4W

(CTIRCL N \varm white 2800K
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GU10

omeGcQ

LED

Lifetime
of 15000 Hours

58,5mm

al
o
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LED
[=]0]]o)

EQUIVALENT

@
v

>0,5
DISPLACEMENT
FACTOR

: 8
- .m@
-25¢ = +45°¢
TEMPERATURE

2800K
o

COLOR

2800K

Traditional

IS\
600IM
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WARM

COLD

OMELGU10-8W

435437

Iy
907595

|
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omeGcQ

LED e

of 15000 Hours
GU10

LED
[=]0]]o)

EQUIVALENT

>0,5
DISPLACEMENT
FACTOR

: 8
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TEMPERATURE

2800K
o

COLOR
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omeGcQ

LED
Bulb

EQUIVALENT

@ 'érglgitionol
Lifetime v
of 15000 Hours

>0,5
DISPLACEMENT
FACTOR

-25¢ = +45°¢

TEMPERATURE
RANGE

A40ImMm |
2800K, 4200K, 6000K

LED QUANTITY

112mm

OMELE27E-10W-4200 OMELE27E-10W-6000

OMELE27E-10W-2800



omeGcQ

LED

E27

12W

1160IM
2800K, 4200K, 6000K

,Ame

o™ o

Wi

Qmecgq :

o

Lifetime
of 15000 Hours

112mm

-25¢ = +45°¢

TEMPERATURE
RANGE

EQUIVALENT

LED
Bulb

Traditional
Bulb

>0,5
DISPLACEMENT
FACTOR

(2835)

LED QUANTITY

OMELE27E-12W-4200 OMELE27E-12W-6000

OMELE27E-12W-2800




omeGcQ

1SW

1500IM
2800K, 4200K, 6000K

Lifetime
of 15000 Hours

127mm

-25¢ = +45°¢

TEMPERATURE
RANGE

EQUIVALENT

LED
Bulb

Traditional
Bulb

>0,5
DISPLACEMENT
FACTOR

(2835)

LED QUANTITY

OMELE27E-15W-4200 OMELE27E-15W-6000

OMELE27E-15W-2800




omeGcQ

LED

E27

18W

1820IM
2800K, 4200K, 6000K

Qnecq Ufem:ﬁ

il

Lifetime
of 15000 Hours

128mm

-25¢ = +45°¢

TEMPERATURE
RANGE

EQUIVALENT

LED
Bulb

Traditional
Bulb

>0,5
DISPLACEMENT
FACTOR

(2835)

LED QUANTITY

OMELE27E-18W-4200 OMELE27E-18W-6000

OMELE27E-18W-2800




omeGcQ

EQUIVALENT

@ Traditional

Bulb

@ LED 20W
Bulb 2050lm

Lifetime

I_ED of 15000 Hours

E27

>0,5
DISPLACEMENT
FACTOR

! 8
- . 240°
-25¢ = +45°¢
TEMPERATURE

2800K
LEg S0

COLOR

2800K

©

A80 WARM COLD

155mm

OMELE27E-20W-2800

IR
9075951433631

|
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omeGcQ

LED

3\/O| e

0AC

Lifetime
of 15000 Hours

112mm

COLOR
TEMPERATURE

EQUIVALENT

Traditional

Bulb

LED
Bulb

>0,5
DISPLACEMENT
FACTOR

é
240

LED SMD
(2835)

LED QUANTITY

60W

AC

220-240V
50/60HZ

OMELE27E3-10W-2800



Bulb

omeGcQ

LED
Bulb

EQUIVALENT

Lifetime

I_ED of 15000 Hours

3\/O| e
0,5

DISPLACEMENT
FACTOR

é
240

4200 K LED SMD

(2835)

COLOR

112mm

Traditional

60W

AC

220-240V
50/60HZ

OMELE27E3-10W-4200



omeGcQ

LED

3\/O| e

0AC

Lifetime
of 15000 Hours

112mm

COLOR
TEMPERATURE

D 360

EQUIVALENT

Traditional

Bulb

LED
Bulb

>0,5
DISPLACEMENT
FACTOR

o
240

LED SMD
(2835)

LED QUANTITY

0759

9

5

5

75W

AC

220-240V
50/60HZ

4570

02

OMELE27E3-12W-2800



omeGcQ

LED

3\/O| e

0AC

1J9W
2800K

1900IM

Lifetime
of 15000 Hours

127mm

Traditional

Blabl iona 1OOW
LED /W
Bulb 1500IMm

EQUIVALENT

>0,5
DISPLACEMENT
FACTOR

o
240

2800K LED SMD

(2835) AC

COLOR 220-240V

OMELE27E3-15W-2800



Traditional
Bulb 60w

omeGcQ

LED
Bulb

EQUIVALENT

Lifetime

I_ED of 15000 Hours

value

CaAC 505
o
240

2800K LED SMD

(2835) AC

COLOR 220-240v

WARM COLD
E NIV
E o
= ®36O 5907595457040

OMELE27E6-10W-2800




Qmeca Lifetime

LED of 50000 Hours

=

Motion Detection

Motion Sensor

85% Energy Saving

>0,5

DISPLACEMENT
FACTOR

. 120°
-257¢C =+45“C
TEMPERATURE

2800K

(2835)

COLOR
TEMPERATURE LED QUANTITY

2800K
e e

WARM COLD

OMMLE27-6W




Decor Edition

LED

Vintage Filament Bulb

E27 BasE

LW

| WARM WHITE 2800K

PF

>0,5

25 OOOh POWER

]

Wzl 2 =l
(0L L

BT ANLM DWW 2800K

/£

oc
-0° = wa0e

TEMPERATURE
RANGE

LED
Iﬂ:': 2800K COB Model Code
; ' colortemp.

QmeGca

5907595435550
OMELE27F-4W
warm white 2800K




Decor Edition

LED

Vintage Filament Bulb

E27 BasE

6W

eW
25000h POWER

| WARM WHITE 2800K

B2 GO0LM BwW 28006

>0,5
>800K EAN 5907595435567
COB Model Code  [RolY[M =¥ AT

-10¢ = +40°

TEMPERATURE
RANGE

X15000 ; , OIS arm white 2800K

QmeGca







omeGca

Lifetime
| E D of 15000 Hours
)

WATERPROOF

FLOODLIGHT P65

Outdoor Security Lights
Aluminum and Glass Cover
Flexible Installation

15000h

EFFICACY
>0,9

oW

-40¢ = +45°¢

TEMPERATURE
RANGE

LED SMD

LED QUANTITY

OMELF-10W-4200

|

Size: 86x25x50mm



omeGca

Lifetime ,
of 15000 Hours
Q 509 EFFICACY

FLOODLIGHT iBae

Outdoor Security Lights
Aluminum and Glass Cover

- 'C E ‘C
Flexible Installation 40° = +45

24

LED SMD

LED QUANTITY

S _ @0

1600IM ' 8-

1600ImM

W) Energy
Saving

N\

OMELF-20W-4200

|

Size: 98x25x70mm



omeGca

Lifetime
| E D of 15000 Hours
)

WATERPROOF

FLOODLIGHT P65

Outdoor Security Lights
Aluminum and Glass Cover
Flexible Installation

LED SMD

LED QUANTITY

2400Im
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omeGca

Lifetime ,
| E D of 15000 Hours
>0,9

WATERPROOFQ oo
FLOODLIGHT IP65 -

Outdoor Security Lights
Aluminum and Glass Cover
Flexible Installation

TEMPERATURE
RANGE

LED SMD

COLOR
TEMPERATURE LED QUANTITY

4000lm
o0W

e e W W w e T
M e e e o W w
e o W W w w
e e W W Ow W e e
. e W e e e W e W

OMELF-50W-4200

Size: 178x35x150mm



omecaQ Lifetime
of 15000 Hours

WATERDROOFQ
IP6S

FLOODLIGHT

Outdoor Security Lights
Aluminum and Glass Cover
Flexible Installation

LED SMD

LED QUANTITY

S _ ¢

1600lmM =
20W

Size: 118x43x165mm

SENSOR PIR

37

) Energy
Y% Saving

OMELF-20W-4200-PIR
(|
90759514569

|
5 7
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>0,9
aomv

TEMPERATURE
RANGE

i L LED SMD AC
= | | COLOR -

2400IMm
S0W

SENSOR PIR

) Energy
Y% Saving

Size: 118x43x165mm

|
694

(I
5951456944

OMELF-30W-4200-PIR
907
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Producer:

PLATINET S.A.

30-798 Krakow, Sliwiaka 48, PL
www.platinet.eu

Importator: PLATINET ELECTRONICS SRL
077065 CORBEANCA, JUD ILFOV

str. PISCULUI 10A/2, RO

tel.: 0 742 233 799, officero@platinet.eu



